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DUCT DOOR - HINGED

QTY. NOMINAL SIZE A B c D DUCT OPENING LATCH
6x6 (152 x152) 55 (140) 55 (140) 6 (152) 6 (152) 4.75x4.75 (121 x121) 1
8x8 (203 x 203) 7.5 (191) 7.5 (191) 8 (203) 8 (203) 6.75x6.75 (171 x171) 1

10x10 (254 x 254) 9.5 (241) 95 (241) 10 (250) 10 (250) 8.75x8.75 (222 x 222) 1
12x12 (304 x 304) 11.5 (292) | 11.5 (292) 12 (304) 12 (304) | 10.75x10.75 (273 x 273) 1
14 x14 (356 x 356) 13.5 (343) | 13.5 (343) 14 (356) 14 (356) | 12.75x12.75 (324 x 324) 2
16 x16 (406 x 406) 155 (394) | 155 (394) 16 (356) 16 (356) | 14.75x14.75 (375 x 375) 2
18 x18 (457 x 457) 17.5 (445) | 17.5 (445) 18 (457) 18 (457) | 16.75x16.75 (425 x 425) 2
20 x20 (508 x 508) 195 (495) | 19.5 (495) 20 (508) 20 (508) | 18.75x18.75 (476 x 476) 2
24 x24 (610 x610) 235 (597) | 235 (597) 24 (610) 24 (610) | 22.75x22.75 (578 x578) 2
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STANDARD FEATURES: HINGED DOOR, SELF TIGHTENING HAND OPERATED CAM LATCH,
GALVANIZED STEEL, MILL FINISH.
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