
' W ' CURB I.D.

12 " (305mm)

14GA (.078) GALV COVER

14GA (.078) GALV CURB

22GA (.022) GALV 
COVER LINER

CONTINOUS EPDM BLACK
SPONGE RUBBER SEAL

11GA GALV HINGE
WITH 3/8  PIN ZP

EXTERNAL TURN HANDLE
ZINC PLATED

STAINLESS STEEL
INSIDE LOCK
GALVANIZED HOUSING

INSULATION 
FILLER CAP

OUTSIDE LOCK HASP

INSIDE LOCK HASP

1" CELLULOSE 
INSULATION

INSIDE PULL HANDLE
( N/A FOR 24x24 HATCHES)

GAS SPRING 
OPERATOR

1" FIBERBOARD
WOOD INSULATION
ALL AROUND

22GA (.022) GALV 
REMOVABLE ANGLES

' L ' CURB I.D.

13.412
341mm

3.375 MOUNTING FLANGE
(86mm) ALL AROUND

78° MAX

ASSEMBLY NOTE:
UNIT SHALL BE COMPLETELY ASSEMBLED AS SHOWN
AND SUPPLIED TO JOB READY FOR INSTALLATION

UNIT IS HINGED ON THE SHORT SIDE

FINISH: BAKED ENAMEL POLYESTER
COLOR: RAL 7046 TELEGREY2

(Address 1) 80 Little Falls Rd. Fairfield NJ 07004 USA
(Address 2) 4216 N. Pecos Rd, Ste. 104 Las Vegas, NV 89115
Tel: 800-722-0501  Fax: (973)575-5160
www.acudor.com   email: info@acudor.com

LADDER ACCESS ROOF HATCH GALVANIZED

QTY OPENING WIDTH “W” OPENING LENGTH “L” QTY OPENING WIDTH “W” OPENING LENGTH “L”

24" (601mm)

36" (601mm)

30" (762mm)

36"  (762mm)

JOB NAME:

CUSTOMER:

APPROVED BY:

DATE:
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36" (914mm)24" (601mm)

24" (914mm)

30" (762mm)

30" (914mm)

36" (914mm)


