
' W ' CURB I.D.

12 " 
(305mm)

1/8" (.125) ALUMINUM
COVER

1/8" (.125) ALUMINUM CURB

20GA (.032) ALUMINUM 
COVER LINER

CONTINOUS EPDM BLACK
SPONGE RUBBER SEAL

3/16 ALUM HINGE
WITH 3/8  PIN ZP

EXTERNAL TURN 
HANDLE ZINC PLATED

INSULATION 
FILLER CAP

OUTSIDE LOCK HASP

1" CELLULOSE 
INSULATION

INSIDE PULL HANDLES

GAS SPRING 
OPERATOR
(QTY VARIES)

1" FIBERBOARD
WOOD INSULATION
ALL AROUND

20GA (.032) ALUM 
REMOVABLE ANGLES

13.412
341mm

78° MAX

2-POINT LOCK ASM ZINC PLATED

LOCK BAR ALUMINUM COVERS

SLAM LATCHES ZP

INSIDE HASP BRACKET
FOR LOCKING W/ PADLOCK

INSIDE TURN HANDLE

' L ' CURB I.D. 3.375 MOUNTING FLANGE
(86mm) ALL AROUND

ASSEMBLY NOTE:
UNIT SHALL BE COMPLETELY ASSEMBLED AS SHOWN
AND SUPPLIED TO JOB READY FOR INSTALLATION

UNIT IS HINGED ON THE LONG SIDE

FINISH: MILL FINISH


